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Merilnik energije iIEM3150 - 63 A - Modbus

Product data sheet
Characteristics

T
P o AR

L2280, Glavno

Komplementarno

M

Skupina izdelkov Acti 9
Ponudba izdelkov Acti 9 IEM3000
Kratko ime naprave IEM3150

Izdelek ali sestavni del

Merilnik energije

Opis polov

3P
3P +N
1P +N

Tip meritev

Aktivna energija
Tok

Napetost
Aktivna mo¢

Aplikacija naprave

Delni meter
Podracunavanje

Razred to¢nosti

Razred 1 Aktivna energija IEC 62053-21
Razred 1 Aktivha energija IEC 61557-12
Razred B Aktivna energija EN 50470-3

Input type Neposredni vhod
[In] nazivni tok 63 A
Nazivna napetost 100...277 V
173...480 V
Omrezna frekvenca 50 Hz
60 Hz
Tip tehnologije Elektronski
Tip zaslona LCD zaslon

Stopnja vzor€enja
Merilni tok

32 vzorcev/cikel
0...63A

reliability of these products for specific user applications.

Maksimalna izmerjena vrednost 99999999,9 kWh
Modbus RTU 9,6, 19,2 and 38,4 kbaudov Sodo/liho ali brez 4000 V
Vijaéni priklju¢ni blok RS485

Zelena Indikatorska lu¢ Vklop
Rumena Utripajo¢e LED Preverjanje natanénosti
Rumena Indikatorska lu¢ Komunikacija poteka na Modbus prikljuéku (Modbus)

Protokol komunikacijskih vrat

Podpora komunikacijskih vrat

Lokalno signaliziranje

Stevilo vhodov 0

Stevilo odvodov 0

Montazni nacin Konektor za spenjanje

Montazna podpora DIN letev

Povezave - terminali Vijacne sponke 16 mm?

Prenapetostna kategorija 1]

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Standardi

IEC 62053-23
IEC 62053-21
UL 61010-1
IEC 61010
IEC 61557-12
IEC 61036

Certifikati izdelkov

CE IEC 61010 Varnost)

CE EN 61557-12 Spremljevalnik mogi)
CE IEC 61326-1 EMC)

CULus UL 61010 Varnost)

CULus ANSI C12.20 Podmetrski)
EAC Podmetrski)

RCM NMI M 1/6 Podmetrski)

uL

Okolje

IP stopnja zaScite

Prednja plos¢a IP40 IEC 60529
Ohisje IP20 IEC 60529

Stopnja onesnazenosti 2

Relativna vlaznost 5...95% 50 °C
Temperatura okoliSkega zraka za delovanje -25...60 °C - IEC
Temperatura okoliSkega zraka za skladiS¢enje -40...85°C
Nadmorska viSina delovanja <2000 m
Barva Bela

9 mm rastri 10

Sirina 90 Mm
Visina 95 Mm
Globina 69 Mm
Embalazna enota

Tip enote v embalazi 1 PCE
Stevilo enot v embalazi 1 1

Teza embalaze 1 437 G
ViSina embalaze 1 8Cm

Sirina embalaze 1 9,5Cm
Dolzina embalaze 1 10,5Cm
Tip enote v embalazi 2 S03

Stevilo enot v embalazi 2 30

Teza embalaze 2 13,586 Kg
ViSina embalaze 2 30Cm
Sirina embalaze 2 30Cm
Dolzina embalaze 2 40 Cm

Tip enote v embalazi 3 P12

Stevilo enot v embalazi 3 720

Teza embalaze 3 335,064 Kg
ViSina embalaze 3 80 Cm
Sirina embalaze 3 120 Cm
DolZina embalaze 3 110 Cm

Trajnost ponudbe
Status trajnostne ponudbe

Izdelek Green Premium

Uredba REACH 7
Direktiva EU ROHS Skladnost zagotovljena B
Brez Zivega srebra Da
Informacije o izvzetju iz RoHS 7]
Uredba o RoHS za Kitajsko 7
Razkritje okoljskih podatkov 7]
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https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=92812908&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=92812908&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=92812908&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=92812908&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111276EN

Profil kroznega gospodarstva i)

OEEO Na trgih Evropske unije je treba izdelek zavreci v skladu s posebnim postopkom
zbiranja odpadkov in ga ni dovoljeno zavrec€i skupaj z gospodinjskimi odpadki.

Pogodbena garancija
Garancija 18 months

Lifels®n | Schneider
LPEI

ectric



https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111261EN_V1

