Product data sheet
Characteristics

A9N26924

SINTEL

Acti 9 - pomozni priklju¢ek OC plus 1 SD in OF

acdc
" Predstavitev
Range of product ProDis
Acti 9
1 Librio
Clario
OF
' B Izdelek ali sestavni del OC stik
L Kratko ime naprave OF
' Sestava signalnih 1C/O
11 kontaktov
3 "__ L [In] Nazivni tok 3 A380do415V AC - 50/60 Hz
] 6 A 220 do 240 V AC - 50/60 Hz
g 1A130VDC
) I 1,5A 60V DC
2A 48V DC
6 A24VDC

[Uc] Krmilna napetost

24 do 415V AC 50/60 Hz
24 do 130V DC

9 mm rastri 1
Komplementarno
Zdruzljivost serije/obsega Acti 9 DPN Vigi

Acti 9 RCCB-ID

Acti 9 C60H-DC
Acti 9 C60PV-DC
Acti 9 C40

Acti 9 ID C40
Acti 9 C120

Acti 9 DT40

Acti 9 DT60

Acti 9 IDc

Acti 9 C120NA-DC
Acti 9 iDPN

Acti 9 ITG40

Acti 9 SW60-DC
Acti 9 C60NA-DC

reliability of these products for specific user applications.

Montazni nacin Pritrjen
Montazna podpora DIN letev
Visina 85,3 Mm
Sirina 9 Mm
Globina 73,5 Mm
Teza izdelka 30G
Barva Bela

Povezave - terminali

Terminal z objemko Dno) 2 1,5 mm? - Prilagodljiv
Terminal z objemko Dno) 1 0,5...2,5 mm? - Togo
Terminal z objemko Dno) 2 1,5 mm? - Prilagodljivo s kapico

Dolzina blankiranja zice

9 Mm

Tightening torque

1N.M

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okolje

Standardi
Certifikati izdelkov

EN/IEC 60947-5-1

ASEFA
KEMA
LCIE
ASTA

IP stopnja za$cite

IP20 EN/IEC 60947-5-1

Stopnja onesnazenosti

3 EN/IEC 60947-5-1

Tropikalizacija

2 EN/IEC 60947-5-1

Temperatura okoliSkega zraka za delovanje

-25...50 °C

Temperatura okoliSkega zraka za skladiS¢enje

-40...85°C

Trajnost ponudbe

Status trajnostne ponudbe

Izdelek Green Premium

Uredba REACH

REACHh, brez snovi SVHC

i

Da

Direktiva EU ROHS

Brez strupenih tezkih kovin

Skladnost zagotovljena B
Da

Brez Zivega srebra Da
Informacije o izvzetju iz RoHS &
Uredba o RoHS za Kitajsko 2
Razkritje okoljskih podatkov 2
Profil kroznega gospodarstva 7

OEEO

Pogodbena garancija

Na trgih Evropske unije je treba izdelek zavrecéi v skladu s posebnim postopkom
zbiranja odpadkov in ga ni dovoljeno zavreci skupaj z gospodinjskimi odpadki.

Garancija

18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=61815625&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=61815625&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=61815625&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=61815625&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1505007EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1505007EN

