Product data sheet

Characteristics

LV480861

SINTEL

Konektor za gole kable Cu/Al (x 3) - 1,5 x 95
mm? - za M8 - za Fupact ISFL160

Komplementarno

Glavno

Izdelek ali sestavni del

Kategorija dodatkov/
lo¢enih delov

Konektor za kabel
Prikljuéni dodatek

ZdruZljivost serije/
obsega

FuPacT (Fupact ISFT) ISFT160 Varovaléno locilno
stikalo

Koli¢ina na set/komplet

Komplet 3

Povezave - terminali

Goli kabelski konektorji

Embalazna enota

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 1,5Cm
Package 1 Width 9,5Cm
Package 1 Length 11,0 Cm
Package 1 Weight 154,0G
Unit Type of Package 2 S02
Number of Units in Package 2 40
Package 2 Height 15,0 Cm
Package 2 Width 30,0 Cm
Package 2 Length 40,0 Cm
Package 2 Weight 6,615 Kg

Trajnost ponudbe
Status trajnostne ponudbe

Izdelek Green Premium

Uredba REACH

REACHh, brez snovi SVHC

i

Da

Direktiva EU ROHS

Skladnost zagotovljena e

Brez strupenih tezkih kovin Da
Brez zivega srebra Da
Informacije o izvzetju iz RoHS i)
Uredba o RoHS za Kitajsko &

Razkritje okoljskih podatkov

Pogodbena garancija

i

Garancija

18 months
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP1701003EN

