Product data sheet
Characteristics

SINTEL

METSEWT4214

PowerLogic WT4200 - brezzi¢ni oddajnik - 169

MHz - pulzno Stetje za ATEX

Komplementarno

Glavno

Skupina izdelkov PowerlLogic

Ime izdelka PowerLogic WT4200
Kratko ime naprave WT4214

Izdelek ali sestavni del Brezzi¢ni oddajnik Sirokega obsega

Aplikacija naprave WAGES merjenje

Senzor okolja

Zdruzljivost serije/obsega

PowerlLogic PowerLogic EM4300

Type of data Stevilo impulzov 0,1 do 10 imp/s <= 1 ms
Stevilo Stevcev 1

Time between 2 communications 15 Min

Dobava Notranja baterija

[Us] Nazivna napajalna napetost 5V DC

Battery life 10 Let/O/I/A

Tip baterije Litij 8,5 Ah

Medij za prenos podpore

WT4200 Radio frekvenca 169 MHz)

Radio range <= 1000 m Vidno polje na prostem
Nacin pritrjevanja Z vijaki
Montazna podpora Nosilec
Montazni polozaj Vertikalno
Dolzina kabla 2M

Podpora komunikacijskih vrat -

Visina 156 Mm

Sirina 65 Mm

Globina 42 Mm

Okolje

IP stopnja zascite IP68 IEC 60529
Stopnja onesnazenosti 2

Temperatura okoliSkega zraka za delovanje -10...40 °C

Standardi

ETSI EN 300 220-2:V2.4.1
ETSI EN 301 489-1:V1.9.2
ETSI EN 301 489-3:V1.6.1

IEC 61010:2010
EN 61326-1:2013
Certifikati izdelkov ATEX
Oznake kakovosti CE

Direktive

1999/5/EC - R&TTE direktiva
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



Embalazna enota

Tip enote v embalazi 1 PCE
Stevilo enot v embalazi 1 1

Teza embalaze 1 378 G
ViSina embalaze 1 7,5Cm
Sirina embalaze 1 10 Cm
Dolzina embalaze 1 25,3Cm
Tip enote v embalazi 2 S04
Stevilo enot v embalazi 2 16

Teza embalaze 2 6,814 Kg
ViSina embalaze 2 30Cm
Sirina embalaze 2 40 Cm
Dolzina embalaze 2 60 Cm

Trajnost ponudbe

Direktiva EU ROHS

Skladnost zagotovljena B

Uredba o RoHS za Kitajsko

Razkritje okoljskih podatkov

e
e

Profil kroznega gospodarstva

e

OEEO

Na trgih Evropske unije je treba izdelek zavreci v skladu s posebnim postopkom
zbiranja odpadkov in ga ni dovoljeno zavreci skupaj z gospodinjskimi odpadki.
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https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=465805044&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=465805044&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110723EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI110703EN

