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Product data sheet
Characteristics

XPSMCMEN0100SC
Kodirnik spremlj. hitrosti 1 Sin/Cos
razširitvenega modula z vijačnim priklj.

Glavno
Serija izdelka Preventa Safety avtomatizacija
Izdelek ali sestavni del Varen modul za spremljanje hitrosti
Kratko ime naprave XPSMCM
Električna povezava Vijačni priključek
[Us] Nazivna napajalna
napetost

24 V - 20...20 % DC

Diskretni vhod napetost 24 V DC
Funkcija modula Nadzor hitrosti

Komplementarno
Maksimalna poraba moči v W 3 W
Maksimalne izgube v W 3 W
Integriran tip povezave Razširitveno vodilo za hrbtno ploščo
Varnostna raven Can reach category 4 conforming to EN/ISO 13849-1

Can reach PL = e conforming to EN/ISO 13849-1
Type 4 conforming to EN/IEC 61496-1
SILCL 3 conforming to IEC 62061

Oznake kakovosti CE
Število terminalnih blokov 4
Lokalno signaliziranje 1 LED green with PWR marking for power ON

1 LED green with RUN marking for RUN (status)
1 LED red with E IN marking for internal error
1 LED red with E EX marking for external error
2 LEDs orange with ADDR marking for node address
1 LED Rumena ENC Status povezave enkoderja
2 LED Rumena PROX Bližina senzorji stanje povezave
2 LEDs yellow with SH marking for speed monitoring status

Povezave - terminali 2 captive screw clamp terminals, removable terminal block
1 captive screw clamp terminals, removable terminal block

Maksimalna vhodna frekvenca 5 KHz Senzor
500 KHz Enkoder SinCos

Tip senzorja Induktivni senzor bližine
Električna povezava 1 connector RJ45 conforming to EIA/TIA-568-A
Prečni prerez kabla 0.2…2.5 Mm² - AWG 24...AWG 14 flexible cablewithout cable end

0.2…2.5 Mm² - AWG 24...AWG 14 solid cablewithout cable end
0.25…2.5 Mm² - AWG 23...AWG 14 flexible cablewith cable end, with bezel
0.25…2.5 Mm² - AWG 23...AWG 14 flexible cablewith cable end, without bezel
0.2…1.5 Mm² - AWG 24...AWG 16 flexible cablewithout cable end
0.25…1 Mm² - AWG 23...AWG 18 flexible cablewith cable end, without bezel
0.5…1.5 Mm² - AWG 20...AWG 16 flexible cablewith cable end, with double bezel
0.2…1 Mm² - AWG 24...AWG 18 solid cablewithout cable end

Montažna podpora Omega 35 mm DIN rail conforming to EN 50022
Globina 22,5 Mm
Višina 99 Mm
Širina 114,5 Mm
Teža izdelka 0,28 Kg

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Okolje
Standardi EN/IEC 61496-1

EN/IEC 61508
EN/IEC 61800-5-1
IEC 62061
EN/ISO 13849-1

Certifikati izdelkov CULus
TÜV
RCM

IP stopnja zaščite IP20 (enclosure)
Temperatura okoliškega zraka za delovanje -10…55 °C
Temperatura okoliškega zraka za skladiščenje -20…85 °C
Relativna vlažnost 10…95 %
Stopnja onesnaženosti 2
[Uimp] Nazivna napetostna trdnost ob impulzu 4 KV conforming to EN/IEC 61800-5
Izolativnost 250 V AC between power supply and housing conforming to EN/IEC 61800-5-1
Prenapetostna kategorija II
Elektromagnetna kompatibilnost Electrostatic discharge immunity test - test level: 6 kV (on contact) conforming to

EN/IEC 61000-4-2
Electrostatic discharge immunity test - test level: 20 kV (on air) conforming to EN/
IEC 61000-4-2
Susceptibility to electromagnetic fields - test level: 10 V/m (80...1000 MHz)
conforming to EN/IEC 61000-4-3
Susceptibility to electromagnetic fields - test level: 30 V/m (1.4 GHz...2 GHz)
conforming to EN/IEC 61000-4-3

Odpornost proti vibracijam +/-0.35 mm (f= 10…55 Hz) conforming to EN/IEC 61496-1
Odporno proti udarcu 10 gn (duration = 16 ms) for 1000 shocks on each axis conforming to EN/IEC

61496-1
Življenjska doba 20 Let/O/I/A

Packing Units
Teža embalaže 1 0,227 Kg
Višina embalaže 1 0,420 Dm
Širina embalaže 1 1,250 Dm
Dolžina embalaže 1 1,610 Dm

Offer Sustainability
Status trajnostne ponudbe Izdelek Green Premium
Uredba REACH Izjava REACh
REACh, brez snovi SVHC Da
Direktiva EU ROHS Proaktivno zagotavljanje skladnosti (izdelek je zunaj področja uporabe direktive

EU RoHS) Izjava EU RoHS
Brez živega srebra Da
Informacije o izvzetju iz RoHS Da
Uredba o RoHS za Kitajsko Izjava O RoHS Za Kitajsko
Razkritje okoljskih podatkov Okoljski Profil Izdelka
Profil krožnega gospodarstva Informacije O Izteku Življenjske Dobe
OEEO Na trgih Evropske unije je treba izdelek zavreči v skladu s posebnim postopkom

zbiranja odpadkov in ga ni dovoljeno zavreči skupaj z gospodinjskimi odpadki.
Brez PVC Da

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=416421707&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=416421707&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=416421707&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=416421707&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1409010EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1409010EN

