Product data sheet
Characteristics

ZBVM44

SINTEL

Blok z rdeco lu¢ko za glavo @ 22 vgrajena LED
lucka 230 do 240 V, vticnik

Komplementarno

Predstavitev

Serija izdelka Harmony XB5
Harmony XB4

Izdelek ali sestavni del Svetlobni blok

Kratko ime naprave ZBV

Prodaja na nedeljivo 5

koli¢ino

Povezave - terminali

Tip signalizacije

Plug-in connector

Stalno

Izvor svetlobe

Zascitena LED

Grlo zarnice Integrirana LED
Napeljava svetlobnega Neposredna
bloka

Barva vira svetlobe Rdeca

[Us] Nazivna napajalna
napetost

230...240 V AC at 50/60 Hz

Teza izdelka 0,016 Kg
Omejitve napajalne napetosti 195...264 V AC
Poraba toka 14 mA

Zivljenjska doba

100000 H at rated voltage and 25 °C

Prenapetostna vzdrZzljivost

1 KV conforming to IEC 61000-4-5

Montaza bloka

Prednja montaza

Koda elektri¢ne sestave

Okolje

M1
M2
M3
M4
M5
M6
M10
MF1
P1
P2
PF1

reliability of these products for specific user applications.

Zascitna obdelava

TH

Temperatura okoliSkega zraka za skladiS¢enje

-40...70 °C

Temperatura okoliSkega zraka za delovanje

IP stopnja zasc¢ite

-40...70 °C

IP20 conforming to IEC 60529

Standardi

EN/IEC 60947-5-5
CSA C22.2 . 14
UL 508

EN/IEC 60947-5-4
JIS C8201-5-1
EN/IEC 60947-1
EN/IEC 60947-5-1
JIS C8201-1

Odpornost proti hitrim prehodnim pojavom

Odpornost na elektromagnetna polja

2 KV conforming to IEC 61000-4-4
10 V/M conforming to IEC 61000-4-3

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Odpornost na elektrostati¢no razelektritev 6 KV Na stiku (na kovinskih delih) IEC 61000-4-2
8 KV V prostem zraku (v zolacijskih delih) IEC 61000-4-2

Elektromagnetne emisije Razred B IEC 55011

[Us] Nazivna napajalna npetost 230do 240V

Embalazna enota

Teza embalaze 1 0,008 Kg
ViSina embalaze 1 0,560 Dm
Sirina embalaze 1 0,440 Dm
Dolzina embalaze 1 0,530 Dm

Trajnost ponudbe

Status trajnostne ponudbe Izdelek Green Premium

Uredba REACH 7

REACH, brez snovi SVHC Da

Direktiva EU ROHS Proaktivno zagotavljanje skladnosti (izdelek je zunaj podrocja uporabe direktive

EU RoHS) E7

Brez Zivega srebra Da

Informacije o izvzetju iz RoHS &7

Uredba o RoHS za Kitajsko 7

Razkritje okoljskih podatkov 7]

Profil kroznega gospodarstva 7]

OEEO Na trgih Evropske unije je treba izdelek zavrecCi v skladu s posebnim postopkom

zbiranja odpadkov in ga ni dovoljeno zavreci skupaj z gospodinjskimi odpadki.

Pogodbena garancija
Garancija 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=651328&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=651328&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=651328&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=651328&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1808008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1808008EN

